AMENDMENT NO. 1 SEPTEMBER 2012 
TO 
IS 15722 : 2006 ROAD VEHICLES — COMPRESSED 
NATURAL GAS (CNG) FUEL SYSTEM COMPONENTS — 
CNG LOW-PRESSURE FLEXIBLE FUEL LINE WITH END 
CONNECTIONS 
[CNG FUEL LINE HAVING PRESSURE NOT EXCEEDING 
2.15 MPa (21.5 BAR)| 


(First cover page, page|, title) — Delete the words ‘Low-pressure’. 
(Page 1, clause 1.1, line 2) — Delete the words ‘low-pressure’. 
(Page 1, clause 4.1, line 1) — Delete the words ‘low-pressure’. 


(Page 2, clauses 5, heading) — Substitute ‘FLEXIBLE’ for ‘LOW 
PRESSURE’. 


(Page 2, clause 5.1) — Substitute the following for the existing clause: 
‘5.1 Hydrostatic Strength 


Flexible fuel line shall be tested for hydrostatic strength test as per 5 of 
IS 15711. Test pressure shall be 4 times of the working pressure’. 


(Page 2, clause 5.2) — Delete and renumber the subsequent clauses. 


(Page 2, clause 5.3, lines 5 and 9) — Substitute ‘915mm’ for ‘1m’ and 
“30s” for ‘60s’. 


(Page 3, tables 1, 2 and 3, table heading) — Substitute ‘Flexible’ for 
“Low-pressure’. 


(Page 6, clause 6.1) — Substitute the following for the existing: 


Amend No. 1 IS 15722 : 2006 


‘6.1 Each flexible fuel line shall be legibly and indelibly marked with the 
following at every 300mm length: 

a) Manufactures name, trade-mark or symbol, 

b) Part No. or unique identification mark, 

c) Type and class; 

d) Size; 

e) Working pressure; 

f) Batch number; and 

g) CNG’. 


[Page 8, clause 9(h)] — Substitute the following for the existing: 


‘h) Drawings with relevant dimensions and materials’ 
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